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Troubleshooting - Comenzi pentru vizualizarea configuratiilor

#show running-config
Description: displays the contents of the currently running configuration file

#show ip interface brief
Description: displays IP interface status and configuration

#show vlan brief
Description: displays VLAN information

#show interfaces trunk
Description: displays interface trunk information

#show vtp status
Description: displays VTP information

#show spanning-tree
Description: displays spanning tree information

#show ip route
Description: displays IP routing table

#show ip protocols
Description: displays IP routing protocol process parameters and statistics

Comenzi pentru testarea conectivitatii (pot fi executate la nivelul echipamentelor de retea
sau la nivelul host-urilor)
#ping [-n count | -v TOS | -t ] target
SWL3#ping 10.1.1.8

Type escape sedquence to abort.
Sending 5, 100-byte ICMP Echos to 10.1.1.8, timeout is 2 seconds:

Success rate is 100 percent (5/5), round-trip min/avg/max = 0/0/0 ms

C:\>ping 10.10.0.1
Pinging 10.10.0.1 with 32 bytes of data:
7 from 10.10.0.

32 time<lms

from 10.10.0.
vy from 10.10

! 1: b :
/7 from 10.10.0.1: by time=1ms
. 1 -
1

for 10.10
1t = 4, R

#traceroute target

SWL3 ISP#traceroute 193.1.1.18
Type escape sequence to abort.
Tracing the route to 193.1.1.18

1 193.1.1.9 1 msec 0 msec 0 msec
2 193.1.1.18 0 msec 0 msec 0 msec



#tracert target

C:\>tracert 10.10.0.1

Tracing route to 10.10.0.1 over a maximum of 30 hops:

1 0 ms 0 ms 0 ms 10.10.0.1

Trace complete.

#telnet target [port]

SWL3 ISP#telnet 193.1.1.9
Trying 193.1.1.9 ...Open

User Access Verification

Password:

s Verification

Password:

#ssh -1 username target

SWL3 ISP#ssh -1 admin 193.1.1.9
Open
Password:

Sau

C:\>ssh -1 admin 10.1.1.2
Open

Password:




